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1. CLEARING
COMPLY WITH LOCAL AND STATE ORDINANCES REGARDING DISPOSAL OF DEBRIS.
DO NOT BURN DEBRIS ON SITE WITHOUT SPECIFIC WRITTEN APPROVAL OF LOCAL AUTHORITY.  CLEAR AND
GRUB FOR NEW CONSTRUCTION AS REQUIRED.

2. DEMOLITION
DEMOLISHED MATERIALS, EXCESS EXCAVATION MATERIALS AS DEEMED UNSUITABLE FOR FILL OR REUSE BY
OWNER ARE TO BECOME THE PROPERTY OF THE CONTRACTOR.
IMMEDIATELY REMOVE FROM SITE AND DISPOSE OF IN A LEGAL MANNER.
CONTRACTOR TO DISCUSS WITH OWNER VARIOUS OPTIONS FOR MATERIAL DISPOSAL.  RETAIN LARGE
BOULDERS FOR USE IN LANDSCAPE IF FEASIBLE.

3. EROSION CONTROL
CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL DEVICES AS REQUIRED DURING CONSTRUCTION
OPERATIONS TO COMPLY WITH STATE OF TENNESSEE EROSION SEDIMENT CONTROL HANDBOOK, THE TDEC
AQUATIC RESOURCE ALTERATION PERMIT REQUIREMENTS AND ALL LOCAL CODES.

THE DEVICES SHOWN ON THE DRAWINGS ARE THE MINIMUM REQUIRED.  THE CONTRACTOR SHALL PROVIDE
ADDITIONAL EROSION CONTROL DEVICES AS NEEDED.

EXPOSE MINIMUM AMOUNT OF SUBGRADE POSSIBLE AT ONE TIME TO ALLOW FOR EFFICIENT PROCEEDING OF
THE WORK.  HAY BALES, SILT FENCING, GRASSING AND OTHER EROSION CONTROL MEANS SHALL BE
EMPLOYED, MAINTAINED AND RECONSTRUCTED AS REQUIRED TO PREVENT EROSION AND MEET ALL CODE
REQUIREMENTS.

CONTRACTOR SHALL MAINTAIN CONSTRUCTION ENTRANCES TO PREVENT DIRT AND MUD FROM TRACKING
ONTO STREET.  INSTALL 6 INCHES OF 2-3 INCH WELL GRADED AGGREGATE.
INSPECT PAVING AND ADJACENT PROPERTY DAILY TO INSURE EROSION CONTROL.

SEDIMENT DEPOSITED ON STREETS BY CONSTRUCTION ACTIVITIES SHALL BE CLEANED-UP IMMEDIATELY.

GRASSING OF OTHER AREAS SHALL BE PERFORMED AS SOON AS FINE GRADING IS DONE.

TEMPORARY SEDIMENT FENCES SHALL BE CONSTRUCTED AND/OR INSTALLED PRIOR TO STRIPPING OF
TOPSOIL.

PROVIDE AND MAINTAIN INLET PROTECTION AROUND CATCH BASINS AND INLET HEADWALLS TO PREVENT
SILTATION THROUGHOUT CONSTRUCTION.

RE-TOPSOIL OR REWORK TOPSOIL AND RESEED IN AREAS THAT EXPERIENCE EROSION THROUGHOUT
CONSTRUCTION.

DO NOT REMOVE EROSION CONTROL MEASURES UNTIL ENTIRE SITE IS STABILIZED.
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1. SURVEY
SURVEY DATA PROVIDED BY THE CITY OF SEVIERVILLE ENGINEERING DEPARTMENT.  CONTRACTOR
SHALL VERIFY EXISTING CONDITIONS AND REPORT ANY DISCREPANCIES TO PROJECT MANAGER.

2. SITE FAMILIARITY
REVIEW AND BECOME FAMILIAR WITH SITE BEFORE COMMENCING WORK.  VERIFY LOCATIONS OF
ALL UTILITIES, PROPERTY LINES, ROAD R.O.W., EASEMENTS, SETBACKS, COVENANTS, SUBSURFACE
DRAINAGE AND CONDITIONS, WHICH MAY BE IN THE WAY OR AFFECT CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE TO CALL TENNESSEE ONE CALL TO REQUEST EXACT
FIELD LOCATION OF UTILITIES.  PROTECT AND MAINTAIN EXISTING UTILITIES AND SITE FEATURES AS
REQUIRED.

3. CODES, PERMITS AND STANDARDS
CONTRACTOR SHALL OBTAIN AND SUBMIT ALL NECESSARY CONSTRUCTION PERMITS FOR WORK.
CONTRACTOR SHALL CONFORM TO ALL STATE AND LOCAL CODES AND RECEIVE GOVERNMENTAL
APPROVAL WHERE NECESSARY PRIOR TO CONSTRUCTION.  SUBMIT COPIES OF PERMITS TO
OWNER PRIOR TO CONSTRUCTION. INSTALL MATERIALS AND EQUIPMENT AS PER SPECIFICATIONS,
INDUSTRY STANDARDS AND MANUFACTURER'S INSTRUCTIONS.

4. REFERENCE STANDARDS
TENNESSEE DEPARTMENT OF TRANSPORTATION, BUREAU OF HIGHWAYS (TENN. DOT)
"STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION" MARCH 1, 1981
 AMERICAN CONCRETE INSTITUTE "SPECIFICATIONS FOR STRUCTURAL CONCRETE FOR BUILDINGS
EROSION AND SEDIMENT CONTROL HANDBOOK
INTERNATIONAL BUILDING CODE AND ANSI-A117.1 2003 EDITION

5. LAYOUT
THE CONTRACTOR SHALL CONFINE ALL CONSTRUCTION ACCESS AND ACTIVITY TO AREAS
DESIGNATED BY THE PROJECT DESIGNER / OWNER WITHIN LIMITS OF CONSTRUCTION ZONE.

THE SITE LAYOUT IS BASED ON TN STATE PLANE COORDINATE SYSTEM.  MINOR LAYOUT
ADJUSTMENTS MAY BE NECESSARY IN THE FIELD TO ACHIEVE THE DESIGNED ALIGNMENT.

THE CONTRACTOR SHALL VERIFY ALL GRADES AND FINAL DIMENSIONS PRIOR TO CONSTRUCTION.
REPORT ANY DISCREPANCIES TO PROJECT MANAGER IMMEDIATELY FOR DECISION.

WRITTEN DIMENSIONS SHALL PREVAIL.  DO NOT SCALE DRAWINGS.  SHOULD ANY DISCREPANCIES
OCCUR, REPORT TO PROJECT DESIGNER FOR CLARIFICATION.

LAYOUT AND STAKE PROJECT PRIOR TO BEGINNING CONSTRUCTION.  CONTRACTOR SHALL VERIFY
DIMENSIONS IN FIELD.
CONTACT PROJECT MANAGER A MINIMUM OF 48 HOURS IN ADVANCE TO SCHEDULE SITE
INSPECTION AND APPROVAL OF LAYOUT.

PROJECT MANAGER  RESERVES THE RIGHT TO ADJUST GRADES AND LAYOUT TO ACCOMMODATE
LOCAL CONDITIONS.  SUCH ADJUSTMENTS, IF MADE WILL BE DEEMED CLARIFICATIONS AND NOT
CHANGE ORDERS.

Know what's
Call before you dig.

below.

6. ASPHALT
ASPHALT PICKLEBALL COURT PAVING WITH ACRYLIC SURFACING (SEE SHEET C-3).

7. SIDEWALKS
CONCRETE SHALL BE 4000 PSI, 4 INCHES THICK PLACED ON A MINIMUM OF 4 INCH STONE BASE.
REINFORCEMENT SHALL BE 6X6 NO. 10/10 WWM OR FIBERMESH.
FINISH IS TO BE MEDIUM BROOM.
REMOVE TOPSOIL LAYER AND COMPACT SUBGRADE BASE.
CROSS PITCH WALKS 2 PERCENT TOWARD  AS INDICATED.
EXPANSION JOINTS SHALL BE PROVIDED FOR SIDEWALKS AT 24 FEET O.C. AND TOOLED CONTROL
JOINTS EVERY 8 FEET O.C OR AS SHOWN ON PLAN.
EXPANSION JOINTS SHALL BE PROVIDED AT ALL JUNCTIONS BETWEEN CONCRETE PAVEMENT OR
OTHER SITE STRUCTURES.

8. GRASS SEEDING
PERMANENT SEEDING SHALL BE "KENTUCKY 31" TALL FESCUE AT A RATE OF 7 LBS. PER 1000 SQ.
FT. WITH FERTILIZER.   SEEDING MIX MAY BE ADJUSTED WITH LANDSCAPE ARCHITECT'S
APPROVAL DUE TO CLIMATE CONDITIONS.   IF SEEDING IS PERFORMED DURING WINTER MONTHS,
SEED MIXTURE SHALL BE SUPPLEMENTED WITH A WINTER RYE OR OTHER APPROPRIATE MIXTURE
TO ASSURE STABILIZATION DURING THE WINTER SEASON. SEED AND OVER SEED ALL EXISTING
AND PROPOSED LAWN AREAS WITHIN THE ENTIRE CONSTRUCTION AREA.
MULCH WITH STRAW TO A LOOSE DEPTH OF 1 ½ IN. MINIMUM DEPTH   PROVIDE AN ESTABLISHED
FULL LAWN.

GRASSING AND MULCHING OF ALL DISTURBED AREAS NOT PAVED OR BUILT UPON SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR UNLESS NOTED OTHERWISE.  HARDENED SOIL SHALL BE
LOOSENED TO A DEPTH OF 6" AND TOPSOIL RE-GRADE AS NOTED BEFORE SEEDING.

GRADING CONTRACTOR SHALL ACT TO KEEP ALL INSTALLED  SEED AREAS MOIST AS REQUIRED
TO PROMOTE ROOTING OF SOD UNTIL STABLE GROWTH IS MAINTAINED.
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1. CLEARING
COMPLY WITH LOCAL AND STATE ORDINANCES REGARDING DISPOSAL OF DEBRIS.
DO NOT BURN DEBRIS ON SITE WITHOUT SPECIFIC WRITTEN APPROVAL OF LOCAL AUTHORITY.  CLEAR AND GRUB FOR
NEW CONSTRUCTION AS REQUIRED.

2. DEMOLITION
DEMOLISHED MATERIALS, EXCESS EXCAVATION MATERIALS AS DEEMED UNSUITABLE FOR FILL OR REUSE BY OWNER ARE
TO BECOME THE PROPERTY OF THE CONTRACTOR.
IMMEDIATELY REMOVE FROM SITE AND DISPOSE OF IN A LEGAL MANNER.
ALL EXCESS CUT SOIL TO BE RE-DISTRIBUTED ON PROPERTY.  COORDINATE WITH PROJECT MANAGER.

3. STRIPPING AND SPREADING TOPSOIL
TOPSOIL SHALL BE STRIPPED AND TEMPORARILY STOCK PILED FOR LATER REUSE.  IF NO STOCKPILE AREA IS NOTED ON
GRADING PLAN, STOCKPILE SHALL BE IN SUCH PLACE AS TO PROVIDE FOR READY ACCESS.
PROVIDE A MINIMUM 6" TOPSOIL IN ALL AREAS SCHEDULED FOR LANDSCAPE.  SCARIFY ANY COMPACTED GRADE BELOW
TOPSOIL.

4. PROOF-ROLLING
ALL AREAS TO RECEIVE NEW STRUCTURAL FILL OR OTHER NEW CONSTRUCTION SHALL BE PROOF-ROLLED WITH A FULLY
LOADED TANDEM DUMP TRUCK IN PRESENCE OF SOILS TESTING AGENT BEFORE COMMENCING ANY CONSTRUCTION
ACTIVITY.  ALL AREAS TO BE COMPACTED SHALL RECEIVE 4 PASSES WITH COMPACTION ROLLER.  SOIL ENGINEER SHALL
NOTIFY PROJECT DESIGNER THAT ALL AREAS HAVE PASSES PROOF-ROLL INSPECTION PRIOR TO COMMENCEMENT CUT &
FILL OF GRADING.  DO NOT COMMENCE GRADING PRIOR TO SUCH NOTIFICATION.

5. UNDERCUT-BACKFILL
UNDERCUT SHALL MEAN EXCAVATION OR OTHER REMOVAL OF UNSUITABLE MATERIAL BELOW ELEVATION OF PROPOSED
FINAL SUBGRADE.  IN NO CASE SHALL THE TERM UNDERCUT BE USED TO DESCRIBE MATERIAL OCCURRING ABOVE FINAL
SUBGRADE ELEVATION.  EXTENT OF UNDERCUT OF UNSUITABLE MATERIALS, IF ANY MUST BE RECOMMENDED BY THE SOIL
ENGINEER FOR THE OWNER'S APPROVAL.  SOIL ENGINEER SHALL NOT HAVE UNILATERAL AUTHORITY TO DIRECT
UNDERCUT ACTIVITIES WITHOUT APPROVAL OF THE OWNER'S SUBSTANTIATE AMOUNTS OF UNDERCUT.  BACKFILL SHALL
BE OF APPROVED MATERIAL ONLY.  MONEY FOR REQUIRED TESTING SHALL BE INCLUDED IN QUOTED PRICES
CONCERNING UNDERCUT AND BACKFILL.

AREAS THAT EXHIBIT WEAK SOIL OR OTHERWISE UNSUITABLE CONDITIONS SHALL BE UNDERCUT TO A FIRM LEVEL OF SOIL
FOLLOWED BY BACKFILLING THE UNDERCUT AREAS USING AN ENGINEERED FILL, TDOT NO. 57, OR TDOT NO 67 STONE.

Know what's
Call before you dig.

below.

6. STRUCTURAL FILL
PLACE FILL AND BACKFILL IN LAYERS AS SPECIFIED IN EXCAVATION AND GRADING NOTES.
USE NO DELETERIOUS MATERIAL, ORGANIC, OR ROCK LARGER THAN 2".  IN-SITU SOILS MAY REQUIRE ADDITIONAL
WATER OR MAY REQUIRE ADDITIONAL DRYING TO REACH OPTIMUM MOISTURE CONTENT FOR COMPACTION.

FILL MATERIAL SHALL BE PLACED IN LOOSE, HORIZONTAL LIFTS NOT EXCEEDING 8 IN. THICKNESS.  COMPACT EACH
LAYER TO AT LEAST 98% MAXIMUM DRY DENSITY.  COMPACT THE UPPER 24 IN. OF FILL BENEATH PAVEMENTS AND
THE UPPER 12 IN. BENEATH SLABS TO 100 MAXIMUM DRY DENSITY.  MAINTAIN THE MOISTURE CONTENT TO WITHIN -1
TO +3 PERCENT OF THE OPTIMUM MOISTURE CONTENT.

7. GRADING TOLERANCE
GRADING CONTRACTOR SHALL BRING SUBGRADE TO WITHIN AN AVERAGE OF 1/10 OF ONE FOOT OF THE REQUIRED
ELEVATION TO OBTAIN FINISHED GRADE AS INDICATED ON DRAWINGS EXCEPT AT LOCATIONS WHERE SPOT
ELEVATIONS ARE SHOWN AND WHERE FLOOR ELEVATIONS ARE SHOWN WHICH SHALL BE WITHIN 1/10 OF 1 FOOT OF
REQUIRED ELEVATIONS.
FINAL SUBGRADE SHALL BE SPOT CHECKED BY A LICENSED SURVEYOR WITH A DRAWING PREPARED AND
FORWARDED TO PROJECT MANAGER FOR APPROVAL PRIOR TO COMMENCING FINE GRADE OR PAVING.
CONTRACTOR SHALL BE RESPONSIBLE FOR MINOR ADJUSTMENTS IN GRADES AS DIRECTED BY PROJECT MANAGER.
NO ADDITIONAL COST WILL BE ALLOWED FOR THIS WORK.

8. GRADING AND DRAINAGE
SLOPE ALL GRADES TO DESIGNATED AREAS.

10. SUBSURFACE INVESTIGATION
SUBSURFACE INVESTIGATION REPORTS ARE NOT AVAILABLE.  ANY ADDITIONAL INFORMATION REQUIRED SHALL BE
OBTAINED BY THE CONTRACTOR.

11. WATER CONTROL
THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS AND EQUIPMENT NECESSARY TO KEEP THE WORK FREE
OF WATER EITHER FROM SURFACE SOURCES OR FROM UNDERGROUND SOURCES OR BOTH.  SELECTION OF
EQUIPMENT AND METHODS SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.  THE CONTRACTOR SHALL BE
AND IS RESPONSIBLE FOR ALL DAMAGE INCURRED IN HANDLING WATER CONDITIONS.  ADDITIONALLY, THE
CONTRACTOR SHALL PROVIDE MEANS NECESSARY TO AVOID DIRECT RUN-OFF FROM THIS PROJECT ONTO
ADJACENT PROPERTY.

12. EROSION CONTROL
CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL DEVICES AS REQUIRED DURING CONSTRUCTION OPERATIONS
TO COMPLY WITH STATE OF TENNESSEE EROSION SEDIMENT CONTROL HANDBOOK, THE TDEC AQUATIC RESOURCE
ALTERATION PERMIT REQUIREMENTS AND ALL LOCAL CODES.

THE DEVICES SHOWN ON THE DRAWINGS ARE THE MINIMUM REQUIRED.  THE CONTRACTOR SHALL PROVIDE ADDITIONAL
EROSION CONTROL DEVICES AS NEEDED.

EXPOSE MINIMUM AMOUNT OF SUBGRADE POSSIBLE AT ONE TIME TO ALLOW FOR EFFICIENT PROCEEDING OF THE
WORK.  HAY BALES, SILT FENCING, GRASSING AND OTHER EROSION CONTROL MEANS SHALL BE EMPLOYED,
MAINTAINED AND RECONSTRUCTED AS REQUIRED TO PREVENT EROSION AND MEET ALL CODE REQUIREMENTS.

CONTRACTOR SHALL MAINTAIN CONSTRUCTION ENTRANCES TO PREVENT DIRT AND MUD FROM TRACKING ONTO
STREET.
INSPECT PAVING AND ADJACENT PROPERTY DAILY TO INSURE EROSION CONTROL.

SEDIMENT DEPOSITED ON STREETS BY CONSTRUCTION ACTIVITIES SHALL BE CLEANED-UP IMMEDIATELY.

GRASSING OF OTHER AREAS SHALL BE PERFORMED AS SOON AS FINE GRADING IS DONE.

TEMPORARY SEDIMENT FENCES SHALL BE CONSTRUCTED AND/OR INSTALLED PRIOR TO STRIPPING OF TOPSOIL.

EROSION CONTROL FABRIC SHALL BE INSTALLED USING A MINIMUM OF TOPSOIL ON SLOPES STEEPER THAN 3:1.
NOMINAL TOPSOIL DEPTH SHALL BE TWO INCHES AT SUCH EMBANKMENT.  EROSION CONTROL FABRIC SHALL BE
INSTALLED OVER THE SOIL.  GRASS SHALL BE SOWN THROUGH EROSION CONTROL FABRIC.  EROSION CONTROL FABRIC
SHALL BE NORTH AMERICAN GREEN S-150 OR EQUAL.

PROVIDE AND MAINTAIN INLET PROTECTION AROUND CATCH BASINS AND INLET HEADWALLS TO PREVENT SILTATION
THROUGHOUT CONSTRUCTION.

RE-TOPSOIL OR REWORK TOPSOIL AND RESEED IN AREAS THAT EXPERIENCE EROSION THROUGHOUT CONSTRUCTION.

DO NOT REMOVE EROSION CONTROL MEASURES UNTIL ENTIRE SITE IS STABILIZED.

PRELIMINARY

NOT FOR
CONSTRUCTION
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